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1070

800-1400

6090

6990

1920

In combinafion with
Basic undercarriage

Lx7 solid swivel wheels

1070

In combinafion with
Basic undercarriage

Zx2 pneumatic swivel wheels

1290

In combination with

Comfort undercarriage
4x7 solid swivel wheels

1010

1620

1150

Specifications MC 1380 Farmer

Conveyortype
Conveyor wideness
Trough angle
Height adjustment
Capacity

2 speed

Variable belt speed
Input diameter
Voltage

Weight
Drawbar load

QOptional

Electric length adjustment

Electric length adjustment with freewheel function
Trough to flat set, execution by handle, 4,5m
Inspection lighting, 17m cable, 230VAC / 50Hz/ 1~
Coupling element output side

Coupling element input side

Steering rod

Forklift sleeve

Qutgoing power supply

PVC
800mm

35 degrees
Hydraulic

120tonne/hour

200 tonne/hour

1000 mm

380-420VAC / 50Hz / 3~
A40-480VAC / 60Hz / 3~
200-220VAC / 60Hz / 3~
220-240VAC / 60Hz / 3~
190-210VAC / 50Hz / 3~
1560 kg

300 kg
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12 1

10

800-1400

3080

3990

2570

In combinafion with
Basic undercarriage

1050

1050

In combinafion with
Basic undercarriage

1070

1290

N combinafion with
Comfort undercarriage

1010

1620

1470

2770

Drawbar 2/70-950

4x?7 solid swivel wheels Zx7 pneumafic swivel wheels 4x7 solid swivel wheels
Specifications MC 1780 Farmer
Conveyortype PVC
Conveyor wideness 800mm
Trough angle 35 degrees
Height adjustment Hydraulic
Capacity
2speed 120tonne/hour
Variable belt speed 200 tonne/hour
Input diameter 1000 mm

10420

Voltage

Weight
Drawbar load

QOptional

Steering rod
Forklift sleeve
Qutgoing power supply

Electric length adjustment
Electric length adjustment with freewheel function
Trough to flat set, execution by handle, 4,5m
Inspection lighting, 17m cable, 230VAC / 50Hz/ 1~
Coupling element output side
Coupling element input side

380-420VAC / 50Hz / 3~
440-480VAC / 60Hz / 3~
200-220VAC / 60Hz / 3~
220-240VAC / 60Hz / 3~
190-210VAC / 50Hz / 3~
1660 kg

300 kg
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12

1

10

2340

In combination with
Basic undercarriage
Lx7 solid swivel wheels

1050

2000

1050

2243

1070

1290

In combinafion with
Basic undercarriage

Zx2 pneumatic swivel

wheels

In combination with
Comfort undercarriage
4tx7 solid swivel wheels

1000

1620

Capacity

2speed
Variable belt speed
Input diameter

Specifications MC 2080 Farmer

Conveyortype
Conveyor wideness
Trough angle
Height adjustment

PVC
800mm

35 degrees
Hydraulic

120tonne/hour
200tonne/hour
1000 mm

Voltage 380-420VAC / S0Hz / 3~
440-480VAC / 60Hz / 3~
200-220VAC / 60Hz / 3~
220-240VAC / 60Hz / 3~
190-210VAC / 50Hz / 3~

Weight - kg

8 Drawbar load 300 kg
~F _
N Optional
(@]
(@] LN
| (\\Tl Electric length adjustment
N Electric length adjustment with freewheel function

Trough to flat set, execution by handle, 4,5m

Inspection lighting, 17m cable, 230VAC / 50Hz/ 1~

Coupling element output side

9575 10500 Coupling element input side
! Steering rod
20075 Forklift sleeve
Qutgoing power supply
ODrawbar 270-950
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Coupling element Iinpuf side Inspection lighting
(to MC or TAT/HAT, optional) (optional)

Coupling element outpuf side

(optional)

Comfort undercarriage with Trough to flat set, execution by handle, 4,5m

4x7 solid swivel wheels (optional)

(opfional)

Electric length adjustment Outgoing Dowersuppw

(optional) Forklift sleeve , (opfional)
Steering rod

(optional)

(optional)

miedemar i,

-
-
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e

Basic undercarriage with
4x7 solid swivel wheels

(basic execution)

Manual length adjustment
with freewheel function
(basic executiaon)
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